
Installation Guide: Arm Supported Louvred Awning. 
 
 
You will be supplied with: 
 

1) Louvred Panel fabricated to your measurement. 
2) 80 x 40 channel    - receiving the awning to the wall. 
3) 38 x 25 arms           correct number for your span. 
4) Arm/wall brackets correct number for your arms. 
5) Screws         20mm/50mm tek screws 

 
You will need to supply: 
 
 
 
 
 
 
 
 

Layout: 
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1) Silicone rear of channel and screw to wall using 50mm tek screws. Plugs needed if 
going into brick. 

2) Work out where wall brackets are going. Remember they have to line up with arm 
brackets. Measure the distance down min. 350mm. 

3) Make sure wall bracket is screwed over two bricks 
4) Screw wall brackets into place and then screw arm brackets 
5) The arm brackets can be attached to the side or front beams. 
6) Measure the arm distance and then cut to size. Deduct 40mm from measurement 

as the brackets protrude 20mm out each. 
7) Attach arm to arm bracket and screw into place using 20mm tek screw. 
8) Lift louvred panel into rear channel. Then put arms onto wall bracket. 
9) When happy with fit, screw wall brackets into place (using 20mm screw each side). 
10) Then secure louvre panel to channel from underside using 20mm tek screw. 

Screw 20mm tek scew every 400mm 


